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TYPICAL CAP PLATE DETAIL SECTION F-F GENERAL NOTES FOR CATENARY DEAD-END & BRIDGE STRUCTURES
1. HOLLOW STRUCTURAL SHAPES (HSS) SHALL CONFORM TO ASTM A500, GRADE B.
2. ALL OTHER STRUCTURAL SHAPES AND PLATES SHALL CONFORM TO ASTM A709, GRADE 50
ANCHOR ROD WITH DOUBLE NUTS ANCHOR ROD WITH DOUBLE NUTS 3. BOLTS SHALL BE GALVANIZED HIGH STRENGTH BOLTS CONFORMING TO ASTM A325 WITH
MATCHING LOCK NUTS. LOCK NUTS SHALL HAVE NYLON OR STEEL INSERTS.
3 3 STEEL WASHER 44" 0.D. x 1% LD. x % STEEL WASHER 5" 0.D. x 2 LD. x ¥4 4. ANCHOR RODS, NUTS & WASHERS FOR PERMANENT STRUCTURES SHALL BE HOT-DIPPED
T g / J/ GALVANIZED STEEL CONFORMING TO ASTM F1554, GRADE 55.
% 3 ; J V'BASE PLATE J }‘/—BASE PLATE 5. ANCHOR RODS, NUTS & WASHERS FOR TEMPORARY STRUCTURES SHALL CONFORM
TOP_OF CONCRETE TOP_OF CONCRETE TOP_OF CONCRETE TOP_QF CONCRETE TO ASTM F1554, GRADE 55.
. . J 6. CONCRETE COMPRESSIVE STRENGTH, F'c = 4,000 PSL
2 2 % 7. STEEL REFORCEMENT SHALL CONFORM TO ASTM A615, GRADE 60
§§ '« 11/4 ANCHOR ROD ;é’ 2" ANCHOR ROD DETAIL AT GUY ANCHOR DETAIL AT DEAD-END TOWER LEG 8. VENT HOLES OF ADEQUATE SIZE SHALL BE PROVIDED ON UNDERSIDE AT EACH END
g ME OF ALL TUBULAR TRUSS MEMBERS EXCEPT CHORDS. ALL VENT HOLES
8(8 218 SHALL BE DRILLED AND DE-BURRED,
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Bl 2 p ANCHOR ROD WITH DOUBLE NUTS 9. SEE SHEET CS-11 FOR SECTION E-E.
o | STEEL WASHER 5" 0.D. x 2/ LD. X %" 11. ALL WELDING TO BE CONTII\IlS(‘)USSEEL:JN?_TZESEST oCTSl»i_Elrgwf‘svzcss—f-lléw’;OR SECTION PP
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2o %" x 4" x 4 bl R %" x 4" x 4 ISOLATION FABREEKA WASHER Sl/2" 0.0. x 2" 1D xVa" ALL WELDING TO BE PERFORMED IN ACCORDANCE
< |2 WITH DOUBLE NUT < |2 WITH DOUBLE NUT ISOLATION FABREEKA BUSHING 2% 0.0. x 2" L.D. x 1
3l AL WITH CURRENT AWS D1.1 STRUCTURAL WELDING REVISIONS JLLINOIS DEPARTMENT OF TRANSFORTATION
$ 3 BASE PLATE CODE AND THE STANDARD SPECIFICATIONS. NAME DATE US RTE 6 FROM 1-294 T0 1L RTE 1
J, / /_|/4u ISOLATION FABREEKA PAD 12. CAP ALL ENDS OF TUBE SECTIONS WITH WELDED METRA OVER 1§9TH ST
PLATES.
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13. STAIRS, LADDERS, AND RAILINGS SHALL CONFORM

TO OSHA GUIDELINES.
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